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Abstract— Conventional power transmission cables have 
been designed to operate in conditions that differ 
considerably from those experienced by cables servicing 
floating offshore renewable energy (ORE) device. Cables 
attached to floating platforms are subject to greater levels of 
mechanical and electrical stress due to the motion of the 
platform in a highly energetic offshore environment and are 
termed dynamic cables. The combination of the different 
loads from waves, wind and currents, in shallower waters 
are complex and need to be assessed through a combination 
of coupled numerical models and experimental tests. 
Global analyses, assessing the overall motions of the 
floating platform, moorings and cables, are carried out to 
provide data to inform the cable design process. Such 
analyses are highly dependent on the input of local 
structural response coefficients which are available only 
through detailed local structural analysis numerically 
and/or experimentally. There is a strong need to gain a better 
understanding of the local structural assessment of cable 
cross-sections and the coupling of the data attained through 
the local assessments with the global modal.   
This work incorporates a coupled global-local numerical 
model of a dynamic subsea cable attached to a floating 
point-absorber buoy. The results indicate the sensitivity of 
the global analysis to the locally determined structural 
results, primarily bending stiffness and tensile stiffness. In 
the case of the South West Moorings Test Facility (SWMTF)  
buoy and the lightweight composite armoured cable, 
bending stiffness is a key governing parameter and axial 
stiffness is not a governing parameter. The paper will be of 
use to researchers and practitioners in the areas of cable 
designers, technology development and design 
certification. 
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I. INTRODUCTION 
The design, installation and operation of high power 
static subsea cables are well understood mature 
technology areas [1]. One of the missing elements in the 
power transmission system, is the portion of cable that 
links the floating production facility with the static cable 
on the seabed, the substation, or a floating substation to 
shore. Cables must now have the ability to support 
increased mechanical loads caused by deeper waters, 
effectively supporting the cable weight, and the movement 
of the floating vessel or platform. They must also be able 
to tolerate fatigue associated with cyclic load changes that 
occur during their induced movement in the water 
column. 
Floating ORE platforms show some similarities with 
semi-submersible oil platforms, but have very different 
motions, as their geometry and wave and tidal loads are 
significantly different.  Extensive research has been done 
in terms of evaluating the lifetime for flexible risers and 
umbilicals in relation to fatigue for the oil and gas industry 
[2].  Considerably less work has been reported regarding 
the lifetime of dynamic flexible cables for floating Marine 
Renewable Energy (MRE) platforms. The combination of 
the different loads from waves, wind, currents, and more 
are complex and need to be assessed through a 
combination of coupled numerical models and 
experimental tests – key to this is the verification of fatigue 
strength of the cable [3]. 
A dynamic power cable is susceptible to fatigue or over 
bend when there is an abrupt change in bending stiffness 
[3], for example where bend stiffeners, buoyancy floats 
and touchdown protection are present, Fig. 1.  
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Fig. 1.  Key elements of a dynamic subsea power cable assembly. 
 
There are mainly three causes of mechanical failure in 
marine power cables applied to marine energy 
applications: maximum axial tension, over bending, and 
fatigue under extreme cyclic loads [4].  Previous work has 
shown that the local effects in the cable cross-section play 
an important role in the assessment of fatigue life [3]. A 
good understanding of the internal structure of a subsea 
cable, and interaction between the layers, is integral to the 
development of robust and reliable, high voltage, 
dynamic, subsea cables. 
Global analyses, assessing the overall motions of the 
floating platform, moorings and cables, are often carried 
out to provide data to inform the cable design process.  
Such analyses, however, are highly dependent on the 
input of local structural response coefficients which are 
available only through detailed local structural analysis 
numerically and/or experimentally. There is a strong need 
to gain a better understanding of the local structural 
assessment of cable cross-sections and the coupling of the 
data attained through the local assessments with the global 
modal.   
Kuznecovs et al [5] developed a methodology for the 
dimensioning of complex cables with multiorder helix 
configurations. They assessed the strands of the conductor 
core of a dynamic subsea cable design suitable for a 
floating, point-absorber wave energy converter (WEC) and 
determined a prediction of fatigue life for early-stage 
design work. The focus was on a local level and use of S-N 
curves to predict fatigue. On a more global level Thies et al 
[6] assessed the sensitivity of various parameters and 
potential failure modes on a dynamic submarine power 
cable attached to a generic point absorber wave buoy in 
OrcaFlex [7]. These included environmental parameters 
(tidal range, tidal current direction, tidal current speed) 
and cable design parameters (cable weight, cable shape 
configuration).  
This paper builds on the previous experience in fatigue 
assessment in subsea cables with a coupled global-local 
model of a 66kV dynamic subsea power cable attached to 
the SWMTF Buoy [8]. The work investigates the sensitivity 
of the global model to locally determined bend stiffness 
and axial stiffness.  The paper is structured as follows.  
Section II describes the numerical model setup of the 
floating buoy and the cable, outlining both the global and 
local model.  Section III presents the results and discussion.  
The main conclusions are drawn in section IV.  
II. NUMERICAL MODELS  
This section describes the components and associated 
parameters and set up of the point absorber buoy, mooring 
system and dynamic cable. 
A. SWMTF Buoy 
The South West Moorings Test Facility (SWMTF) buoy 
(Fig. 2) was developed with the intention of providing real 
sea condition testing and performance analysis, 
uncertainty reduction, and to facilitate the design of future 
WEC mooring systems and components.   
 
 
Fig. 2.  SWMTF buoy installed at sea. 
 
Several studies have investigated various mooring 
systems and components both numerically and 
experimentally at various scales [8, 9]. The buoy and 




PRINCIPAL PARTICULARS OF THE SWMFT BUOY 
Particular Value Unit 
BUOY   
Diameter 2.9 m 
Depth (to base) 1.42 m 
Depth (to keel) 2.45 m 
Centre of Gravity (from keel) 1.13 m 
Draught 1.66 m 
Displacement 3250 kg 
   
MOORINGS   
Anchor (drag embedment) 1100 kg 
Ground Chain (32 mm stud link) 5 m 
Riser Chain (24 mm stud link) 36 m 
Rope Tail (44 mm Jacketed parallel lay nylon) 20 m 
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B. Dynamic Power Cable 
The power cable assessed in this work is a notional 
72.5kV dynamic power cable with aluminium conductors, 
XPLE insulation and a novel, lightweight composite 
armour, Fig. 3 [10].  
 
 
Fig. 3.  Dynamic cable schematic [10]. 
 
The use of aluminium for the conductors allows for a 
lower cost and weight, favouring dynamic application in 
the offshore renewable sector. The power cable has an 
outer diameter of 122mm and a wet weight of 5.5kg/m. 
The bending stiffness and axial stiffness have been 
determined through a local structural model for input into 
the global model. 
C. Global Numerical Model 
The global scenario was modelled in OrcaFlex [9].  The 
model consists of the SWMFT Buoy, associated mooring 
spread, dynamic cable and cable floats, Fig. 4. 
 
 
Fig. 4.  Global OrcaFlex model screenshot 
 
The cable floats have been modelled discretely, as 
opposed to smearing the properties over the central length 
of cable.  Each float has an outer diameter of 0.5m, length 
of 0.5m and density of 291kg/m3. The buoyancy has been 
distributed along the central section of cable in a 
configuration previously determined to minimise tension 
and maximise bending radius [6]. 
One of the more severe sea states for the SWMTF Buoy 
has been used for the assessment of the effect of locally 
derived bending stiffness and axial stiffness values of the 
dynamic subsea power cable, the details of which are 
shown in Table 2.  These values correspond to the highest 
observed from long-term sea trials of marine energy 
devices at the SWMFT buoy site [11-13].  In this study, a 3 
hour irregular wave train was generated based on a 
JONSWAP Spectrum using the data in Table 2. Then a 
shorter section of 200 seconds was selected that contained 
the maximum wave height of the wave train.  This section 
of the wave train was then used for simulation where axial 




Parameter Value Unit 
Water Depth 30 m 
Significant wave height (Hs) 3.5 m 
Wave Period (Tp) 8 s 
Wave Spectrum JONSWAP 
 
Fig. 5 shows the effective tension along the cable when 
assessed under the environmental conditions detailed in 
Table 2.  Point A denotes the attachment point to the 
SWMTF buoy, points B the end of the initial bend 
restrictor, point C the start and point D the end of the 
central section of the cable with the discrete buoyancy 
floats, and point E shows where the cable touches down 
on the seabed. The effective tension represents a composite 
tension, which incorporates the effects of external fluid 
pressure, eqn. (1).  
 𝑇 = 𝑇 + 𝑝 𝑎       (1) 
 
Where Teff is effective tension in kN, Twall is the wall tension 
in kN, p denotes pressure terms in kPa, a is the cross-
section area in m2 and the subscript e denotes external.   
 
Fig. 5.  Effective tension along the length of the cable, the saw-tooth 
effect between C and D is due to the floats being modelled discretely. 
D. Local Numerical Model 
The local model of the cable was developed in ANSYS 
Mechanical (2020 R2).  Subsea power cables are highly 
complex structures and modelling the cable in full detail 
results in many millions of computationally intensive 
contact elements.  In order to solve the simulations in a 
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in Fig. 6, by merging the individual core wires and 
removing the tape layers.  Even in this simplified state the 
model took over 10 hours to solve on a high performance 
computer with 128GB of RAM with 16 cores.  
Investigations as to the effects of merging these layers will 
be carried out in future work. 
 
  
Fig. 6.  Dynamic cable geometry simplification for analysis. 
  
The cable was constrained as a cantilever beam, again to 
bring the simulation time to a reasonable level.  Using 
simply supported constraints results in an increase in 
solution time of 4x, to 40 hours, again on the 128GB RAM 
supercomputer.  A mesh sensitivity study was carried out 
to determine the parameters at which the simulation 
results converged, whilst using the minimum necessary 
amount of computational memory to achieve this.  Five 
different meshes were analysed, with Fig. 7 showing the 
cross section of the coarsest and finest meshes. 
 
  
Fig. 7.  Mesh sensitivity study – coarse to fine 
 
The convergence of both maximum stress and 
maximum deflection is show in Fig. 8.   
 
 
Fig. 8.  Mesh convergence of maximum stress and deflection 
 
A mesh was then chosen with 1.4 million nodes which 
resulted in converged results, but also minimised solution 
time and ensured a minimum of two elements in the 
through thickness of all components, Fig. 9. 
 
 
Fig. 9.  Mesh convergence of maximum stress and deflection 
 
 The cable was treated as a cantilever beam to determine 
the bending stiffness, fixed on the armouring only at one 
end and with a force applied at the other.  At this stage in 
the design process this was deemed sufficient, as more 
realistic (simply supported or four-point bending) 
constraints are highly computationally intensive and will 
be investigated in future work. 
 To determine the axial stiffness, all layers of the cable 
were fixed at one end with a tensile force applied at the 
other. 
III. RESULTS AND DISCUSSION 
This section discusses the effect of discrete buoyancy 
float modelling, and the effect of changing both bending 
stiffness and axial stiffness of the cable, as determined in 
the local analyses, on the global model. 
E. Discrete vs Distributed Buoyancy 
The buoyancy floats have been modelled in OrcaFlex as 
both discrete floats and a section of cable with distributed 
properties, Fig. 10.  The distributed cable section applies 
buoyancy using a line section that has the equivalent 
smeared properties of the line and buoyancy modules 
combined. This approach is less computationally intensive 
and appropriate for the early design stage.  Buoyancy is 
applied as discrete modules attached to the line for the 
individual floats. This is more computationally expensive; 
however, in latter stages of design enables assessment that 
the module size and pitch do not allow excessive sag of the 
cable between the modules. 
The ‘base’ case for the cable was used in these analyses 
with manufacturer stated values of bending stiffness and 









Fig. 10.  Discrete floats (top) and distributed buoyancy (bottom) 
 
Fig. 11 shows a plot of the maximum, mean and 
minimum effective tension in the cable against arc length 
comparing both the discrete and distributed approaches.  
The early indications of ‘curtain-railing’ can be seen in the 
central section where the individual floats have been 
applied.  The distributed method tends to underestimate 
the maximum tension and overestimate the minimum 
tension when compared to the discrete method. The 
divergence increases with the length of the buoyancy 
section. The mean tension shows good agreement. The 
maximum load is critical for assessment of the ultimate 
tensile strength of the cable, and the minimum load for 
design against compressive forces. The distributed method 
is not conservative, i.e. not suitable for critical designs 
regarding compression and ultimate tensile strength, and 
therefore not suitable beyond the early design stage. 
 
 
Fig. 11.  Minimum, mean and maximum effective tension along the 
cable showing a comparison of discrete (solid lines) and distributed 
(dotted lines) buoyancy. 
 
The distributed method has been used for the remainder 
of this work, as it is an early-stage design assessment of the 
governing design parameters, with values for the mean 
effective tension in each case utilised for comparison. 
Typically, early-stage global modelling of dynamic 
subsea power cables utilises a single, fixed, value for many 
of the cable governing design parameters such as axial 
stiffness and bending stiffness.  While cable hysteresis is 
recognised as a physical characteristic, determining 
accurate hysteresis curves for each cable is 
computationally and experimentally demanding.  Hence a 
single representative value is commonly used to 
investigate early global design parameters such as 
environmental and metocean effects on the overall system.  
The following results and discussion consider the 
magnitude of the effect of variation of values of axial and 
bending stiffness on the cable response. 
F. Axial Stiffness 
Various values of axial stiffness were determined 
through the local model by applying a range of loads to a 
1 metre length of cable.  Figs. 12 and 13 show typical plots 
of the deflection and stress on the cable section when 
under tension.  These plots are shown without values for 
confidentiality.  The internal helical layup is apparent in 
both cases.  
 
 
Fig. 12.  Typical deflection plot of the cable modelled under 
tension. 
 
Fig. 13.  Typical Von Mises stress plot of the cable modelled under 
tension. 
 
The axial stiffness determined through the local model 
was lower than the base case axial stiffness for all applied 
loads.  At an applied load of 5 kN the axial stiffness was 
25.9 MN, almost half the base case 42.1 MN. 
Fig. 14 shows the percentage change in both effective 
tension and curvature in the cable, for a range of values of 
axial stiffness, with the bending stiffness held constant at 
the base value of 6.24 kNm2.   
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Fig. 14.  Percentage change in effective tension and curvature in the 
cable with alteration of axial stiffness with bending stiffness constant 
at 6.24 kNm2. 
 
The effective tension and curvature results for each 
locally determined stiffness were the most extreme values 
determined throughout each simulation.  Curvature is 
measured in rad/m, which was translated into a bending 
radius for results comparison.  A maximum value of 
curvature equates to a minimum bending radius. 
The change in curvature does not exceed 0.02%, and the 
change in tension does not exceed 0.03%.  This is for a 
range of axial stiffness values.  These are very small values.  
Repeating the global analysis for higher values of bending 
stiffness had little effect on these trends.  Fig. 15 shows the 
percentage change in both effective tension and curvature 
in the cable, from the global model, for a range of values of 
axial stiffness, with the bending stiffness held constant at 
the base value of 25.88 kNm2 – over 4x the base value.  The 
same axis system scale has been used in both Figs. 14 and 
15 for comparison. 
 
 
Fig. 15.  Percentage change in effective tension and curvature in the 
cable with alteration of axial stiffness with the bending stiffness 
constant at 25.88 kNm2. 
  
In this case the change in curvature does not exceed 
0.01%, and the change in curvature does not exceed 0.48%.   
G. Bending Stiffness 
Various values of axial stiffness were determined 
through the local model by altering the contact definition 
between the internal layers of a 1 metre length of cable.  
Figs. 16 and 17 show typical plots of the deflection and 
stress on the cable section when modelled as a cantilever 








Fig. 17.  Typical Von Mises stress plot of the cable modelled as a 
cantilever beam. 
 
The bending stiffness determined through the local 
model was significantly larger than the base case bending 
stiffness for all applied loads.  With an applied load of 1 
kN the bending stiffness was 31.74kNm2, over 5x the base 
case value of 6.24kNm2 for a cable with a friction 
coefficient between the internal layers of 0.2 (chosen based 
on friction coefficients between polyethylene and other 
materials).  Halving the length of the cable section 
analysed locally to 0.5m, increased this value to 
39.10kNm2, over 6x the base value.  This indicates that the 
physical length of cable modelled in the local analyses is 
important and should be investigated further.  The 0.5m 
long cable model took 15+ hours to solve on a PC with 
64GB RAM, and 6 cores, and the 1m cable length 10 hours 
on a supercomputer with 128GB RAM and 16 cores – 
significant computational resource will be required to 
investigate sensitivity of the local model results to cable 
length. 
Fig. 18 shows the change in both effective tension and 
curvature in the cable, from the global model, for a range 
of values of bending stiffness, with the axial stiffness held 
constant at the base value of 42.1 MN.  Bending stiffness 
values from the local analysis were used, with some lower 
values nearer the base value of 6.24kNm2 included to 
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Fig. 18.  Change in effective tension and curvature in the cable with 
alteration of bending stiffness with the axial stiffness constant at 
42.1MN. 
 
For lower values of bending stiffness (3.5-12 kNm2) 
there is little change in tension, up to 6% variation.  
Increasing the bending stiffness to values determined 
through the local analysis has a significant change on the 
tension in the cable, with an increase up to 3x that of the 
base case stiffness value.  It should be noted that the 
maximum tension in the cable was still relatively low at a 
value of 6.89kN, compared to the maximum allowable 
value of 120kN.  Halving the axial stiffness, from the base 
case, and repeating the global analysis had very little effect 
on the tension and curvature of the cable.  A maximum 
change of 0.86% was seen, which occurred at the lower 
values of bending stiffness. 
The numerical estimation of bending stiffness has a 
range of uncertainties which are generally addressed 
through engineering factors and experimental calibration. 
To illustrate the extent of this, the element contacts can be 
modelled within an envelope of either “fully bonded” or 
“frictionless”, which may change the bending stiffness by 
as nearly an order of magnitude. Thus the experimental 
testing is very important for calibration and verification of 
the local and global modelling. 
The maximum curvature in the cable decreases slowly 
with an increase in bending stiffness, with a reduction of 
21.6% for a bending stiffness of 38.59kNm2 – over 6x the 
base bending stiffness value.  The overall radius of 
curvature remained within acceptable values (in excess of 
5m), with the stated minimum bend radius of the cable 
being 4.6m. 
Literature reports variations between calculated, 
experimentally measured and manufacturer supplied 
values of both bending and axial stiffness [14, 15].  This 
shows a need for further investigation into determination 
of such properties for use at all design stages. 
Previous initial work considering the effect of variation 
of bending stiffness and axial stiffness determined through 
local modelling and coupled with the global model 
indicated that cable curvature and tension are more 
sensitive to axial stiffness changes, especially at lower 
values of bending stiffness [16].  This work was carried out 
for a heavier dynamic subsea power cable, and a 
significantly larger floating wind platform, in deeper 
waters, with regular waves.  This would indicate that the 
combination of cable mechanical properties with the 
floating platform and environmental parameters of the 
intended platform location is integral to understanding the 
key governing design parameters for each, individual 
situation and should be investigated further. 
It is well understood that subsea power cables do not 
respond in a linear manner, both with respect to axial and 
bending stiffness [17, 18].  While it is common practise to 
hold these values fixed at the early design stage, 
particularly during global analyses, it has been shown that 
in various situations there can be a significant effect on the 
results of the global analysis with variation of stiffness 
values [16].  Investigation as to the sensitivity of the global 
analysis to non-linear definition of both bending and axial 
stiffness values determined through local analysis should 
be considered in the detailed design analysis.    
IV. CONCLUSIONS 
This paper has investigated the sensitivity of a global 
model of the SWMTF Buoy to locally determined bend 
stiffness and axial stiffness values for a 66kV dynamic 
subsea power cable.  
The local model was found to be highly computationally 
expensive, and there is a necessity to ensure inputs and 
modelling methods are valid and accurate in order to 
utilise this approach effectively.  The global model is fast 
for basic runs, and also useful for initial inputs for the local 
model.   
At the early stage of the design process bending and 
axial stiffness values are commonly held fixed in the global 
model to assess the overall results.  This work indicated 
that the global analysis of the SWMTF buoy was sensitive 
to changes in bending stiffness of the dynamic power 
cable, with up to a 3x increase in tension and a 
corresponding decrease of 21% in curvature in the cable 
for a 6x increase in bending stiffness.  Altering axial 
stiffness had very little effect on both tension and 
curvature in the cable, less than 0.5% change. The 
conclusion is that, in the case of the SWMFT buoy and the 
lightweight composite armoured cable, bending stiffness 
is a key governing parameter and axial stiffness is not a 
governing parameter. 
It was further found that the local model tended to 
predict significantly higher values of bending stiffness 
when compared the manufacturers stated value, and 
lower values of axial stiffness.  It was also noted that the 
effect of altering bending and axial stiffness for a cable on 
a larger floating platform in deeper waters had a different 
effect on the tension and curvature in the attached cable.  
This indicates that detailed understanding of the cable 
properties in relation to the floating platform and 
environmental conditions is key to accurately assess the 
overall performance and to suitably predict the service life 
of floating offshore renewable energy components.   
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Further investigation into the effect of non-linear 
stiffness values in the global model, and cable length and 
contact behaviour in the local model will be carried out. 
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